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COMPANY INFORMATION

Established in 1980, JIMNault is a supplier of wheel weights and tire
accessories. We offer our customers a wide variety of products throughout

North America.

At JMNault, our customer’s needs are very important to us. This means we
go above and beyond the basic service requirements. We are a professional
supplier who will support all of your aftermarket distribution needs. Look

no further than JMNault!

AT JMINAULT, YOU CAN COUNT ON:

* An extensive product range

* Excellent quality goods

* Competitive pricing

* On-time delivery

* Professional and courteous service

Let’s Do Business!

HOW TO REACH JMNAULT:

BY PHONE: 450-632-0331

TOLL FREE: 1-888-841-0331

BY FAX: 450-632-7273

BY EMAIL: INFO@JMNAULT.COM
OR SALES@JMNAULT.COM
ADDRESS:

34 INDUSTRIELLE #100

DELSON, QC

J5B1W1

CANADA
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LEAD CLIP-ON WEIGHTS

Units Boxes
REG / REG-COATED per per
box case

REG025 50 20
REGO50 50 20
REGO75 50 20
REG100 50 10
REG125 50 10
REG150 50 10
REG175 25 10
B—— | Reca00 25 10
i ""‘-m;; T REG225 25 10
1 REG250 25 10
REG275 25 10
REG300 25 10
REG325 25 10
For use on passenger REG350 25 10
vehicles with alloy or REG375 25 10
steel wheels. REG400 25 10
REGC025 25 20
REGCO050 25 20
REGCO075 25 20 AWO025 50 20
REGC100 25 20 AWO050 50 20
REGC125 25 20 AWO075 50 20
REGC150 25 20 : AW100 50 10
REGC175 25 10 AW125 50 10
REGC200 25 10 AW150 50 10
REGC225 25 10 AW175 25 10
REGC250 25 10 AW200 25 10
REGC275 25 10 AW?225 25 10
REGC300 25 10 AW250 25 10
AW275 25 10
For use on most AW300 25 10
domestic vehicles
broduct | Units | Boxes W':)':i:r‘t’z ‘l’vghgese's AWC025 25 20
TS code per per AWCO050 25 20
box case AWC075 25 20
AWC100 25 20
15025 2 20 AWC125 25 20
75050 2 20 AWC150 25 20
15075 2 20 AWC175 25 10
15100 2 20 AWC200 25 10
5125 2 20 AWC225 25 10
For use on some light TS150 25 20 AWC250 25 10
trucks and SUV’s with TS175 25 10 AWC275 25 10
alloy or steel wheels. TS200 25 10 AWC300 25 10
TS225 25 10
TS250 25 10
TS275 25 10
TS300 25 10
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LEAD CLIP-ON WEIGHTS

Product Units Boxes
MC / MC-COATED code per per
box case FNC005 25 20
FNC010 25 20
MC025 50 20 FNCO15 25 20
MC050 50 20 FNC020 25 20
MC075 50 20 FNC025 25 20
MC100 50 10 FNC030 25 20
MC125 50 10 For use on most FNCO035 25 20
MC150 50 10 Japanese vehicles FNCO040 25 20
MC175 25 10 with alloy wheels. | FNCO45 | 25 20
MC200 25 10 FNCO50 25 10
MC225 25 10 FNCO55 25 10
For use on most MC250 25 10 ENCO60 25 10
North American MC275 25 10
vehicles with alloy MC300 25 10
wheels.
MCC025 25 20
MCCO050 25 20
MCCO075 25 20
MCC100 25 20 IAWC005 25 20
MCC125 25 20 v IAWC010 25 20
MCC150 25 20 IAWCO015 25 20
MCC175 25 10 IAWC020 25 20
MCC200 25 10 j IAWC025 25 20
MCC225 25 10 IAWC030 25 20
MCC250 25 10 For use on IAWC035 | 25 20
MCC275 25 10 some European | \wcoso | 25 20
MCC300 25 10 and Asian IAWC045 | 25 20
‘;ﬁz;c'\;;(‘a’i'ltsh IAWCOS0 | 25 10
IAWCO55 25 10
IAWC060 25 10

LHO025 25 20 ENCO05 25 20

LHO50 25 20 L ENCO10 25 20

LHO75 25 20 ENCO15 25 20

LH100 25 20 ENC020 25 20

LH125 25 20 ENCO025 25 20

For use on older LH150 25 20 For use on . ENC030 25 20
Chrysler vehicles LH175 25 10 Mercedes, Audi, ENCO35 25 20
with alloy wheels. LH200 25 10 Volkswagen and ENC040 25 20
LH225 25 10 alloy wheels with ENCO045 25 20

LH250 25 10 thin rim flanges. ENCO50 25 10

LH275 25 10 ENCO55 25 10

LH300 25 10 ENCO60 25 10
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LEAD CLIP-ON WEIGHTS

Product
- -
il Weight Display Products

— LT1-050 25 20

B ‘E%HSQ LT1-100 25 20 a RM48 Wall mounfed

M LT1-150 25 10 .
; LT1-200 25 10
LT1-250 25 10
For use on % and 1-ton LT1-300 20 10
light trucks with steel LT1-350 20 10
wheels. LT1-400 20 10
LT1-450 20 10
LT1-500 25 1
LT1-600 25 1

B Units Boxes e

code per per

box case

TAL-2 25 10
TAL-3 20 10
TAL-4 20 10
TAL-6 25 1
For use on heavy trucks TAL-8 25 1

with alloy wheels.

Product Units Boxes
code per per
box case
17-2 25 10
17-3 20 10
17-4 20 10
17-5 25 1
17-6 25 1
For use on heavy trucks 17-8 25 1
with steel wheels 17-10 20 1
17-12 20 1
17-14 20 1

Product code

NUMAG BALANCING (sold Product description

POWDER Rack display for stick-on rolls,

individually) can be mounted to the wall or
NM100 INSERT 3.0 oz. powder insert on astand.
NM150 INSERT 4.5 oz. powder insert .
NM200 INSERT 6.5 oz. powder insert ﬁ’
NM250 INSERT 8.5 0z. powder insert . 4
NM300 INSERT 10.5 oz. powder insert
NM400 INSERT 13 oz. powder insert
NM500 INSERT 16 oz. powder insert




STICK-ON WEIGHTS

Units PCS Boxes

LEAD STICK-ON WEIGHTS Product code per per
per box

unit case

PCO25L

PC100

STEEL STICK-ON WEIGHTS Product code

Boxes:
PC025-28FE/USA 12 8
PC025-52FE/USA 12 4
PC025-28FE/XBLACK 12 8
PC050-28FE/USA 8 6
PC050-28FE/XBLACK 8 6
PC100-16FE/USA 6 8
PC100-16FE/XBLACK 6 8
Rolls:
PC025-850RFE/USA 850 pcs 4
PC025-850RFE/XBLACK 850pcs 4
PC050-R280FE/USA 280 pcs 4
PC050-R280FE/XBLACK 280 pcs 4
PC100R200FE/USA 200 pcs 4
PC100-R200FE/XBLACK 200 pcs 4
Units per Boxes
ECONO STEEL STICK-ON WEIGHTS Product code
box per case
Boxes:
68010-0.25 oz. grey 576 4
68012 —0.25 oz. black 576 4
68014 - 0.50 oz. grey 224 6
68013 —0.50 oz. black 224 6
Rolls:
68015 —0.25 oz. black 960 4

68016 —-0.50 oz. grey 480 4




VALVES & CAPS

Adr
Conlrols
Products

SNAP IN EFFECTIVE VALVE
VALVES DESCRIFTION LENGTH HOLE

65 psi max. cold inflation pressure
413WZ 65 psi max. cold inflation pressure 1.25" 0.453
414WZ 65 psi max. cold inflation pressure 1.50" 0.453
415WZ 65 psi max. cold inflation pressure 1.25" 0.625
418WZ 65 psi max. cold inflation pressure 2.00" 0.453
423WZ 65 psi max. cold inflation pressure 2.50" 0.453
425W7Z 65 psi max. cold inflation pressure 2.00" 0.625
412WZ-C 65 psi Chrome Sleeve TR-412 Valve 0.88" 0.453
413Wz-C 65 psi Chrome Sleeve TR-413 Valve 1.25" 0.453
418Wz-C 65 psi Chrome Sleeve TR-418 Valve 2.00" 0.453
572W7 200 psi max. cold inflation pressure 3.75" 0.625
573W7 200 psi max. cold inflation pressure 4.38" 0.625
600HP 80 psi max. cold inflation pressure 1.27" 0.453

J.M. NAULT
SNAP IN EFFECTIVE VALVE
VALVES DESCRIFTION LENGTH HOLE i
413) 65 psi max. cold inflation pressure 1.25" 0.453
413)-C Chrome Sleeve 413 Valve 1.25" 0.453
414) 65 psi max. cold inflation pressure 1.50” 0.453
418) 65 psi max. cold inflation pressure 2.00" 0.453
545D-) Truck valve 60° bend angle 9.7
572) 200 psi max. cold inflation pressure 3.75" 0.625
573) 200 psi max. cold inflation pressure 4.38" 0.625
600HP) 80 psi max. cold inflation pressure 1.27" 0.453

J.M. NAULT
VALVE CAPS DESCRIPTION
627 Black plastic without gasket (100/box)
630-A Black plastic, dome shaped with seal (100/box)
630-N Grey TPMS cap with seal (100/box)
897 Plastic, green nitrogen component (100/box)

* Other models including valve extensions are available but may require special order*
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£ Length: 11 (mm)

Head diameter: 8.8 (mm)
Shaft diameter: 4.8 (mm)
Pin length: 5.2(mm)

| Weight: 2.02 (grams)
Colour: Silver

Surface: Zinc coated

Length: 12 (mm)
Head diameter: 8.8 (mm)
Shaft diameter: 4.8 (mm)
Pin length: 5.2(mm)
Weight: 2.03 (grams)
Colour: Gold

Surface: Zinc coated

Length: 15 (mm)
Head diameter: 8.8 (mm)
Shaft diameter: 4.8 (mm)
Pin length: 5.2(mm)
Weight: 2.44 (grams)
Colour: Blue

Surface: Zinc coated

Length: 13 (mm)
Head diameter: 8.8 (mm)
Shaft diameter: 4.8 (mm)
Pin length: 5.2(mm)
Weight: 2.19 (grams)
Colour: Blue

Surface: Zinc coated

CARBIDE SCREW IN TIRE STUDS

PART NO. BODY  OVERALL BASE PIN
LENGTH LENGTH DIAMETER  DIAMETER

H9-25 H30-35
H12 11 12 M4 2.3
H15 14 15 M6 3.2
H18 17 18 MéL 3.2
H18R 17 18 M6R 3.2
H25 24 25 M6 3.2
H30 27.5 30 M8 3.2
H35 325 35 M8 3.2

TIRE STUD SOCKET ADAPTER

PART NO. DESCRIPTION
TSSA4 TIRE STUD SOCKET ADAPTER 4MM
TSSA6 TIRE STUD SOCKET ADAPTER 6MM




CHEMICALS & LUBRICANTS

oyal
eal
BEAD SEALER
EZ BEAD IS A SPECIALIZED

BS-01 Royal Seal 32 oz. Bead Sealer LUBRICANT OF HIGH QUALITY.
JM NAULT’S EZ BEAD IS A SAFE
BS-05 Royal Seal 5 gal Bead Sealer PRODUCT FOR USERS AND AN

EFFICIENT GREEN PRODUCT.

4545-020-EZ-BEAD* | 5 GALLON EZ BEAD

gue
oea

2-702 CHEMICAL VULCANIZING CEMENT (80z) 237ml
2-704 CHEMICAL VULCANIZING CEMENT (320z) 946ml
1-723 FAST BUFF RUBBER CLEANER (320z) 946ml
2-721 AEROSOL RUBBER CLEANER (160z) 473ml
2-722 INNER LINER SEALANT (160z) 473ml
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CHEMICALS & LUBRICANTS

MURPHY’S PRODUCTS PART NO. DESCRIPTION

1950 MURPHY EXTRA SLIPPERY LUBE BLUE 1 GALLON

1950A MURPHY EXTRA SLIPPERY LUBE BLUE 5 GALLON

2000 MURPHY MOUNTING COMPOUND 8LBS

2005 MURPHY MOUNTING COMPOUND 25LBS

2008 MURPHY MOUNTING COMPOUND 40LBS

2020 MURPHY TIRE MOUNTING LUBE 1 GALLON

2023 MURPHY TIRE MOUNTING LUBE 5 GALLON
AUTHORIZED DISTRIBUTOR 2110 MURPHY NON-RUST RIM-KOTE

2146 MURPHY EURO WHITE PASTE

Murphy's concentrated tire mounting lubricants are approved by major tire companies world-wide.

Murphy's Tire Mounting Lubricants make tire mounting easier and more efficient. They all provide
maximum lubricity to provide an over-all quicker tire mount. Murphy's formulations are produced with
premium raw materials and under strict quality control standards. The result is consistently high quality
finished product. Murphy's products are approved for use by all major tire companies.

=0 e
/Aarml V-200, SG-100, SG-200

* VULCANIZING CEMENT FOR TIRE REPAIRS

* HIGH QUALITY AND HIGHLY ADHESIVE

* OPTIMAL ADHESIVE FOR ROUGH SURFACES AFTER
BUFFING THE INSIDE OF THE TIRE

* OUTSTANDING HEAT RESISTANCE TO PREVENT
DETACHMENT OF REPAIR MATERIAL WHILE DRIVING
*OUTSTANDING COLD CURING CEMENT WITH NO
HEATING REQUIRED

*NON-FLAMMABLE

E— o ()]




PATCHES & PLUGS

;|;'|re

RADIAL PATCHES ALL PURPOSE/UNIVERSAL PATCHES
DIMENSIONS %‘éﬁ'\g;\( PART # DIMENSIONS QpléAR'\éT&Y
RD 110 2-1/2" X 2" 70X50mm 10 APC 45R 45mm (ROUND) 30
RD110R |HD COLD PATCH 3-1/8" X 2-3/8" 10 APC 55R 55mm (ROUND) 30
RD112 | COLD PATCH 4-3/8" X 2-1/2" 10 APC 75R 75mm (ROUND) 40
RD 114 6" X 3-1/8" 150X80mm 10 APS 45 R 45mm (SQUARE) 30
RD120 | 5-1/8"X 3-1/8" 130X80mm 10 APS 55 R 55mm (SQUARE) 30
RD122 | 6-3/4" X 3-1/8" 175X80mm 10 APS 75 R 75mm (SQUARE) 40
RD124 | 8-1/4" X 3-3/8" 210X85mm 10 UP 55 55mm 25
RD 126 10-1/4" X 3" 260X75mm 10 UP 65 65mm 25
RD 133 5" X 4" 125X100mm 10 UP 85 85mm 20
RD 135 6" X 5" 150X125mm 10 CT55 55mm (TUBE) 40
RD 140 8" X 4" 200X100mm 5 CT75 75mm (TUBE) 25
RD 142 | 10-1/4" X 5-1/8" 260X130mm 5
RD 144 13" X 5-1/8" 330X130mm 5
RD 150 16.7" X 7-1/2" 5 BIAS PATCHES
DIMENSIONS QpléAR'\ég;Y
BP 03 4-1/8" (105mm) 15
BPO5 | 6-5/8" (170mm) 10
BPO6 | 9-5/8" (245mm) 10
BPO7 [11-5/8" (295mm) 10
BP08 [13-5/8" (345mm) 5
BP 09 16" (400mm) 5
BP 10 18" (450mm) 5
BP-04-H | 5-3/25" (130mm) 10
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INSERT STRINGS

DIMENSIONS R BOX.
CRI-408 3.75” BLUE POLY 50
CRI-410 3.75” RED POLY-REINFORCED 50
URI-705BG 7” BLACK UN-VULCANIZED 50
VRI-412 4” ORANGE VULCANIZED 60
VRI-812 8” ORANGE VULCANIZED 60
KIT-PSSP | SPLIT PACK RED POLY / BLUE POLY 25
TRK-999 MULTI-PACK W/ TOOLS 1KIT

§gg‘ PermaSeal

TRK-999 TUBELESS TIRE REPAIR KIT

= .

STEM INSERTS / PLUGS

DIMENSIONS C:;LIJEARI\;E;Y
SI06 W 8mm STEM DIAMETER 20
SI08 W 10mm STEM DIAMETER 20
SI'10 13mm STEM DIAMETER 20
SP 03 3.5mm STEM X 19mm PATCH 40
SP 06 8mm STEM X 55mm PATCH 24
SP 08 10mm STEM X 65mm PATCH 24
SP10W | 13mm STEM X 85mm PATCH 10




PATCHES & PLUGS

ROUND PATCHES

QUANTITY

PART # DIMENSIONS PER BOX

MARUNI | GUT-00 43mm 100
MARUNI | GUT-01 65mm 50
MARUNI | GUT-02 78mm 50

SQUARE / RECTANGULAR PATCHES

BRAND PART # DIMENSIONS Og)léﬁ'\gg;Y
MARUNI GNR-08 48mm X 68mm 20
MARUNI GNR-10 56mm X 77mm 20
MARUNI GNR-12 70mm X 120mm 10
MARUNI GNR-14 82mm X 130mm 10
MARUNI GNR-18 75mm X 100mm 10
MARUNI GNR-20 85mm X 135mm 10
MARUNI GNR-25 | 119mm X 133mm 10

INSERT STRINGS

QUANTITY

PART # DIMENSIONS PER BOX

- pacar @ ":TL
MARUNI L-1050 10cm BLACK UN-VULCANIZED 50 PUWE.E'}[&I;,@.SJER
=1 7 i
MARUNI S-1060 10cm BLACK UN-VULCANIZED 60 SP-1 060
MARUNI SET-01 REPAIRKIT KIT
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ACCESSORIES

TIRE MARKERS

PART NO. DESCRIPTION
CR-01 WHITE B-STYLE PAINTSTICK
CR-01Y YELLOW B-STYLE PAINTSTICK
CR-010 ORANGE B-STYLE PAINTSTICK
CR-01R RED B-STYLE PAINTSTICK

CH20090 TIRE MARKER HOLDER

NITRILE GOVES
PART NO. DESCRIPTION
9950-C BLACK NITRILE 5MIL. GLOVES MEDIUM 100/BOX
9950-D BLACK NITRILE 5MIL. GLOVES LARGE 100/BOX
9950-E BLACK NITRILE 5MIL. GLOVES X-LARGE 100/BOX
9950-F BLACK NITRILE 5MIL. GLOVES XX-LARGE 100/BOX

CHEMICAL MOPS
PART NO. DESCRIPTION P LAMPLLP2

MP1 STANDARD MOP

MP1L LONG HANDLE MOP 22000158

MP2 LONG HANDLE MOP WITH LARGE BRUSH ‘ ‘
2200015 SAVOY BRUSH WITH WOODEN HANDLE
220415 ANGLED PASTE BRUSH -SMALL
220515 ANGLED PASTE BRUSH - BIG 220415

220515

I <7D}



LUG NUTS

S —

B 19mm HEX
= DESCRIPTION
NC-1907HR
NC-02 12 X 1.25, H-19MM, L-35MM, CONE
=, NC-1304-1S |1/2 X 20, H-19MM, L-21MM, CONE, OPEN-END
5 - NC-1306-1S |12 X 1.25, H-19MM, L-21MM, CONE, OPEN END
u__ NC-1307-1S |12 X 1.50, H-19MM, L-21MM, CONE, MAZDA
NC-1907WR NC-1822 |14 X 1.50, H-19MM, L-28MM, CONE, VOLKSWAGEN
o NC-1904S |1/2 X 20, H-19MM, L-35MM, CONE
s, NC-1907HR |12 X 1.50, H-19MM, L-30.15MM, BALL, HONDA
g NC-1907S |12 X 1.50, H-19MM, L-35MM, CONE
NC 530t NC-1907WR |12 X 1.50, H-19MM, L-35MM, BALL W/WASHER, HONDA
NC-1909S |14 X 1.50, H-19MM, L-35MM, CONE
NC-2006S |12 X 1.50, H-19MM, L-31MM, CONE OPEN THREAD GM
NC-2007S |12 X 1.50, H-19MM, L-30MM, CONE OPEN THREAD GM
NC-1308-15 NC-5304S |12 X 1.50, H-19MM, L-43.1MM, CONE CHRYSLER/DODGE
21mm HEX i=r =
DESCRIPTION N &9
NC-04 12 X 7/16, H-21MM, L-35MM, CONE NCTIOTH  casos
NC-06 14 13/16 X 150, H-21MM, L-35MM, CONE \
NC-08 1/2 X 20 13/16, H-21MM, L-35MM, CONE R

.

NC-09 7/16 X 20 13/16, H-21MM, L-35MM, CONE

NC-114 12 X 1.25, H-21MM, L-29MM, CONE, NISSAN/INFINITY
NC-1707CP |12 X 1.50, H-21MM, L-33.1MM, CONE W/WASHER, HYUNDAI
NC-1707H |12 X 1.50, H-21MM, L-33.1MM, CONE, HYUNDAI/KIA

NC-2003F NC-2005F

NC-1906  [12 13/16 X 1.25, H-21MM, L-35MM, CONE =

NC-1907 [12 X 1.50, H-21MM, L-35MM, CONE Ly |
NC-2003F [14 X 1.50, H-21MM, L-23.2MM, OPEN-END HUBCENTRIC FORD Lo »
NC-2005F [14 X 1.50, H-21MM, L-30.6MM, CONE OPEN-END FORD NSO NCs30Im
NC-209  [12 X 1.50, H-21MM, L-30MM, CONE W/WASHER KIA

NC-288  [14 X 2.00, H-21MM, L-54MM, CONE FORD/LINCOLN =
NC-5301M [12 X 1.50, H-21MM, L-36MM, CONE W/WASHER MITSUBISHI Sl

NC-5303M {12 X 1.50, H-21MM, L-26MM, CONE OPEN-END MAZDA/HYUNDAI -
NC-5306 |12 X 1.25, H-21MM, L-29MM, CONE W/WASHER NISSAN
NC-5307 |12 X 1.50, H-21MM, L-36.5MM, CONE W/WASHER TOYOTA =
NC-5307XL {12 X 1.50, H-21MM, L-47MM, CONE LONG W/WASHER TOYOTA TRUCK )
NC-5308 |14 X 1.50, H-21MM, L-36.8MM, CONE CHRYSLER TRUCK -
NC-5308L |14 X 1.50, H-21MM, L-45MM, CONE LONG CHRYSLER TRUCK
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NC-2009

NC-5305 NC-5309

22mm HEX

DESCRIPTION

NC-2009 |14 X 1.50, H-22MM, L-25.5MM, CONE OPEN THREAD GM
%| NC-0509 |14 X 1.50, H-22MM, L-50MM, CONE
> = 7 |NC-5305 |9/16 X 18, H-22MM, L-38MM, CONE CHRYSLER/DODGE RAM
o NC-5309 |14 X 1.50, H-22MM, L-46MM, CONE W/WASHER TOYOTA TRUCK
NC-5402 [9/16 X 18, H-22MM, L-50MM, CONE TRUCK

NC-5403

14 X 2.00, H-22MM, L-50MM, CONE TRUCK

NC-1807

17mm HEX

DESCRIPTION
12 X 1.50, H-17MM, L-28MM, CONE, VOLKSWAGEN

NC-1809

14 X 1.50, H-17MM, L-24MM, BALL, VOLKSWAGEN

NC-1820S

NC-1807

14 X 1.50, H-17MM, L-24MM, CONE, VOLKSWAGEN

NC-318

14 X 1.50, H-17MM, L-26 MM, BALL VOLKSWAGEN

SPLINE / TUNER / MISC

DESCRIPTION

NC-03S 1/2 X 20, 6 SPLINE, L-35MM, CONE
NC-2212 12 X'1.50, 6-SPLINE, L-28MM, CONE
NC-2214 14 X'1.50, 6-SPLINE, L-28MM, CONE
NC-3807 12 X'1.50, 6-SPLINE, L-35MM, CONE
NC-3807L 12 X'1.50, 7-SPLINE, L-50MM, CONE
NC-3810D [9/16 X 18, 7-SPLINE, L-53MM, CONE
NC-2806 12 X'1.25, H-TUNER, L-32MM, CONE
NC-2807 12 X'1.50, H-TUNER, L-32MM, CONE
22NT-333BT [33MM HUB-CENTRIC OPEN END NUT

3

el

l

NC-2806
NC-2807

NC-3807L

* Other models are available but may require special order*
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BALANCING TOOLS
PARTNO. DESCRIPTION

110005 PCD MEASURING TOOL
110006 ADHESIVE BALANCE WEIGHT REMOVER
110007 RIM WIDTH CALIPER (STANDARD)

50KL LONG NOSE WHEEL WEIGHT HAMMER & PLIER

5123 TIRE THREAD DEPTH GAUGE

5124 TIRE THREAD DEPTH GAUGE WITH COLOR CODE

I~ PART NO.

PART NO.

WRN35

110007

50KL
110005

110006

5124 /

TIRE REPAIR TOOLS

DESCRIPTION

REPLACEMENT NEEDLE FOR TST

WRN45

REPLACEMENT NEEDLE FOR TSTT

VALVE TOOLS

DESCRIPTION

1454 METAL VALVE INSTALLER

330003 PLASTIC RUBBER VALVE MOUNTING TOOL
5411 VAVLE CORE SCREWDRIVER
929 FLEXIBLE SKIVING KNIFE

330003

5411

SPRING CATALOG 2017 T: 1-888-841-0331
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TOOLS

TIRE REPAIR TOOLS - REGROOVING BLADES

BLADE TYPE 3 & =

w1 W2 w3 w4 W5
D
ANGLE fB
BLADES o

MM INCH MM INCH MM INCH MM INCH MM INCH

A=LOWER CUTTING WIDTH 3 0,118 5 0,197 7 0,236 9 0,354 11 0,433
B= CUTTING WIDTH 7 0,276 7 0,276 10 0,394 12 0,472 12 0,472
C=UPPER CUTTING WIDTH 5 0,197 6 0,236 10 0,394 13 0,511 15 0,591
D=BLADE DEPTH 21 0,827 21 0,827 22 0,866 24 0,945 23 0,906
PCS IN BOX 20 20 20 20 20
TIRE INFLATING TOOLS 7262 /

PARTNO. DESCRIPTION /

6293C AIR CHUCK 5/16" HOSE FITTING

7248 DUAL ANGLE FOOT GUAGE 20-120PSI 7248 6293C

7262 STRAIGHT ON SERVICE GAUGE WITH

30° REVERSE ANGLE CHUCK 10-150PSI

TIRE MOUNTING TOOLS

2200011
ol —————am PART NO. DESCRIPTION
220001
220001 TIRE MOUNT/DEMOUNT BAR
2200011 TIRE MOUNTING CLAMP
2200013 TRUCK TIRE RIM CLAMP
5500 LOW PROFILE BEAD LEVER TOOL

VIP-H - Exclusive J.M.Nault 3 in 1 hammer

1 - Removes clip-on weights like a bottle opener
2 — Hammers on weights

3 — Scrapes off stick on weights

Na:ulf>1i8




TIRE REPAIR TOOLS

PART NO.

DESCRIPTION

4400020

1306 HOE STYLE INNER LINER SCRAPER m
1308 PATCH STITCHER (OD-310)
1308
4400020 TIRE SPREADER MINI FOR PATCH
N =
CE7 INSERT SCREWDRIVER CLOSED EYE 7" .
CE11 INSERT SCREWDRIVER CLOSED EYE 11"
ECC03-13
ECCO03 CARBIDE CUTTER 1/8” INJURY 3MM
ECC 06 CARBIDE CUTTER 1/4” INJURY 6MM CE7
&
ECC 08 CARBIDE CUTTER 5/16” INJURY 8MM CE11
ECC 10 CARBIDE CUTTER 3/8” INJURY 10MM gl )
ECC13 CARBIDE CUTTER 1/2” INJURY 13MM / ol
0oD-312 BUFFING WHEEL 2.5” 36 GRIT . o :
AST400E-AR
OD-313 DRILL SHAFT FOR OD-312 AST400E
AST400E SMART ERASER PAD
AST400E-AR ARBOUR FOR SMART ERASER PAD

TIRE REPAIR TOOLS

PART NO.

DESCRIPTION

OE?7 INSERT SCREWDRIVER OPEN EYE 7"
P150 BARBED RASP TOOL SCREWDRIVER
y PPG PISTOL GRIP BARBED RASP TOOL
PRBR REPLACEMENT NEEDLE FOR TSPRBR
SEPG PISTOL GRIP PLUG TOOL
SEPGT PISTOL GRIP PLUG TOOL LONG
SETT THANDLE PLUG TOOL
SPPG PISTOL GRIP PROBE TOOL
SEPG SPPG TST CHROME PLATED T HANDLE INSERTING
SEPGT TST NEEDLE 3”

T: 1-888-841-0331  F: 450-632-7273

info@ jmnault.com
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PART NO.

COUPLERS
DESCRIPTION

INDUSTRIAL 1/4”” NPT FEMALE

103 INDUSTRIAL 1/4”” NPT MALE

109 INDUSTRIAL 1/4”” NPT FEMALE
110 INDUSTRIAL 1/4” NPT MALE

123 LINCOLN 1/4” NPT FEMALE

125 LINCOLN 1/4” NPT FEMALE

126 LINCOLN 1/4”" NPT MALE

D13 TRU-FLATE 1/4” NPT FEMALE
D13R TRU-FLATE 1/4” NPT FEMALE

D15 TRU-FLATE 3/8” NPT FEMALE
D17R TRU-FLATE 1/2” NPT FEMALE

8888 ARO INTERCHANGE 1/4"" NPT FEMALE
8889 ARO INTERCHANGE 1/4”" NPT FEMALE
8890 ARO INTERCHANGE 1/8" NPT MALE
8891 ARO INTERCHANGE 1/4"" NPT MALE

PART NO.

03377

(=
< = gt
 F «
109 125
126

il

8890 8891

D15 D17R

BRUSHES
DESCRIPTION

STEEL GRINDER BRUSH 3”

03378

STEEL GRINDER BRUSH 4”

STEEL CONE GRINDER BRUSH 4”




TC14024784
TC343-6 TC183061

REPLACEMENT DUCK HEADS

PART NO. DESCRIPTION

TC343-6 NYLON MOUNT/DEMOUNT HEAD HUNTER 6PK

TC14024784 NYLON MOUNT/DEMOUNT HEAD FOR ACCUTURN

TC183061 NYLON DUCK HEAD KIT

TC184432 LOW PROFILE GREY NYLON MOUNT /DEMOUNT HEAD KIT

TC20024335 NYLON MOUNT/DEMOUNT HEAD ONLY FOR ACCUTURN

TC250309 NYLON MOUNT /DEMOUNT DUCK HEAD WITH ROUND HOLE

TC450310 NYLON MOUNT/DEMOUNT HEAD ONLY WITH ROUND HOLE FOR COATS
TCR343 RED MOUNT / DEMOUNT HEAD (HUNTER)

TCR343-6 RED MOUNT / DEMOUNT HEAD 6 PK

O L ) o TC450310

TC184432

TC250309 °

TC20024335 TCR343 /TCR343-6

SPRING CATALOG 2017 T: 1-888-841-0331  F: 450-632-7273 info@ jmnault.com




WINDSHIELD WIPER BLADES .

'Eu%’SL

IPs mogic’

i

Owr Royal Blade Multifut wipery offer superior performance
v all seasons withv an exclusive wiper structure wirich

Avaidable in 13” Hhwoughh 28" lengtig
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| SALES TERMS & CONDITIONS

CONDITIONS: NET 30 DAYS
FREIGHT: A freight charge or fuel surcharge will apply on invoices as outlined below:

DESTINATIONS ORDER FREIGHT | ORDER AMT | FREIGHT
AMT(S) CHARGE (S) CHARGE

USA S5 000.00+ - $2 500.00+ | Fuelsurcharge

BC, AB, SK, MB $7 000.00+ - N/A

ON, QC S5 000.00+ - $2 500.00+ Fuel surcharge

NS, NB $7000.00+ - N/A

* Above pricing chart is based on single pallet shipments, additional freight charges may apply for
multiple pallets, residential deliveries, if a tailgate is required or for remote area deliveries.

* Northwest Territories, Yukon, Newfoundland, Prince Edward Island and some remote
destinations: All orders will be shipped at the customer’s own expense.

* Any “rush” orders placed might be subject to additional Freight charges

* Oversize items are subject to additional freight charges

* Freight charges are subject to change resulting from the fluctuation of fuel prices.

SHIPMENT
Orders placed will take between 24-48 hours to ship.

PICK-UP: Any pick-up order must be placed through the order desk and a delay is required for its
preparation.
All pick-ups must be picked-up within the following 24 hrs.

LOST, DAMAGED, OR MISSING GOODS

We recommend careful inspection of each article upon reception. For any abnormalities,
communicate with the customer service department. All complaints for lost, damaged or
missing goods must be submitted.

PAYMENT:

Customers with an unpaid invoice as of the 30t day of the following month will be put on hold
until the account is current. N.S.F. checks are subject to a $25.00 admin fee.

Payments made within 10 days of the order will receive a 2% discount.

SPRING CATALOG 2017 T: 1-888-841-0331  F: 450-632-7273 info@ jmnault.com




RETURN POLICY

. All returns require a return authorization number.

. Stock returns will not be accepted unless authorized by JIMNault. Any unauthorized stock
return will be refused, or will be subject to an additional administration charge.

. A Merchandise return form will be supplied by JMNault for authorized returns, the form
must be included with your shipment and sent to us via fax or email:

Fax: 450-632-7273 or Email: info@jmnault.com
. The original sales invoice and a reason for the return are required.

. No refunds, a credit will be issued to the original purchasing account only.
. Only items purchased within the last year will be accepted.
. Stock returns can be sent to:

JMNault

34 rue Industrielle #100

Delson, Qc.

J5B1W1

Canada

ATT: Returns, RA#

OTHER CONDITIONS

. New merchandise must be returned in its original box and in perfect condition.
. Any stock return must be sent “PREPAID”.
. All parts that have been modified or installed will be refused.
. Discontinued items:
Discontinued items are not accepted as returnable items

. Special orders
Special orders are non-returnable and non-refundable

. Restocking fees
10% Restocking fees apply to all returned merchandise
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jmnault.com

Weighis « Valves « Studs
Patches » Nufs

34, Industrielle Street, Delson (Quebec) Canada J6B TWI
Local 450 632-0331 « Toll free 1 888 841-0331 « Fax 450 632-7273

jmnault.com




